
Cladding material 
Membrane 
Clearances 

(Framework to isolate 
the entire length) 

Perforated soffit 
fascia board 

Cladding 
Air barrier 
lntermediate coating 
2x6@16" c/c 
Vapor barrier 

E3> 
R-22min.

Heat recovery exchanger 

R-24min. 
Air exchanger without heat recovery 

Sill plate 
Caulking 
Anchorage ½"x6" lg 
@ 8' c/c max. 

Perimeter drain covered with 6" 
of 3/ 4" crushed stone clean 
and connected to a dry well 
16' min. from foundation. 

Drawing Title 

ILLUSTRA Tl(i}.J 

1/, Window with energy efficiency
of 25 or U value 1,6 

Floor joist 2x6 
2x8 

2x10 
2x12 

by an engineer 

Concrete Slab 3" 
Vapor Barrier (6mil. min.) 
4" crushed stone 

Ground level 

Securely fastened to 
the support member 

Check the nature 
of the soil-

Floor slab should be 
�for 48" wide 

Or 

WALL SECTION PLAN 
WALL SECTION AND DETAILS 

Ad justable head 

This plan is provided for illustrative purposes only. lt should not be construed as an example of work that 
complies with zoning by-laws, the National Building Code, or any other applicable laws. 
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